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Low-Vacuum (Amniotic Fluid) Suction Unit 
Model: DYX-1A
Features:
A special apparatus that is used for sucking amniotic fluid and phlegm from neonates and infants born by cesarean 
section. It can also be used for postoperatively suctioning in gastroenteric, thoracic and celiac cavity or in the Dept. Of 
surgery and internal medicine.

1) Safely powered by electromagnetic pump, no positive pressure producing.
2) The air emitted by the pump is prefiltered by a bacterial filter which provides an effective barrier against contami-
nation and protection to the environment.
3) Vacuum regulator with a locked set can be optionally regulated according to requirements.
4) Transparent plastic bottle with overflow preventive valve can be sterilized.
5) Body made of plastic material is light, compact, and convenient for carrying and operating.

Specifications:
Max. Vacuum: ≥ 18±1.5KPa(135±11mmHg)
Vacuum range: 2kPa(15 mmHg)~Max. Vacuum
Flow rate: ≥ 6L/min
Noise: ≤ 55dB(A)
Jar capacity: 1000mL (PC)
Power supply: AC 220V, 50Hz (110V customized)
Power input: 30VA
G.W./N.W.: 3kg/2.5kg
Packing dimension: 40cm× 19cm× 33cm

Hydraulic Operating Table 
Model: OT-01AV(u)
Features:
1) Noncorrosive table-board is made of
stainless steel plate with high quality, which 
makes easy washing and disinfection.
2) Right-and-left gradient is 0-15°, regulat-
ed by the manual machinery system.
3) Base plate is made of A3 armor plate
with baking finish, and the casters add its 
mobility.
4) Matched with the operating bracket tray.
5) Designed with reasonable machinery,
credible performance and simple opera-
tion.
6) Table-board height is 830mm.
7) Table-board size is 1000mm*500mm.

Hydraulic Operating Table 
Model: OT-02CV
Features:
1) Using the hydraulic control on the operating table surface level
movement.
2) Right-and-left gradient is 15° respectively by mechanical manual
operation.
3) Fore-and-aft gradient is 45° by manual manipulation.
4) Overall structure is compact, reasonably reliable, easy manipula-
tion. 
5) V-shaped design and a front-end downcomer, easy for cleaning
and disinfection.
6) Make the table-board up or down by stepping on the pedal.
7) Base plate is made of the A3 armor plate with baking finish and
the high-class Italian simulation skin.
8) Surgical microscopes and operating bracket tray can be installed.
9) Table-board height is from 820mm to 930mm.
11) Table-board size is 1400×650mm.

Hydraulic Operating Table For Animal Heart
Model: OT-02HV
Features:
1) Table designed in U-top with drain, hydraulic System to
adjust table height. 
2) 0°-15° at right-and-left side inclined with manual
operation. 
3) Top made by Stainless Steel material helps to prevent
from corrosion, rust and high temperature. 
4) Equipped with a hole for ultrasound scanner at the
upper-left of the top (The operators can open or close the 
hole according to their demands). 
5) Base made by A3 armor plate, and with wheels to move
conveniently. 
6) Table Size(L*W): 1400mm*600mm
7) Table Height: 820-930mm
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