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Veterinary Blood Gas Electrolyte Analyzer
Model: BG-800
Features:
1) Multi-combination parameters
2) Self-made maintenance free electrodes
3) Both for syringes & capillary
4) Long-lasting fluid system
5) All-in-one design calibrate cartridge
6) Cartridge expiration alarm & residue
7) Preheats reagents & sample
8) Auto QC cartridge with H/M/L level (optional)
9) Colorful touch screen with high resolution
10) Friendly operation interface
11) Infrared human-detector
12) Rich data management interface
13) Battery backup
14) Build-in thermal printer
15) Convenient bar-code system management
16) Economic cost per test

Veterinary Urine Analyzer
Model: UR-30V
Features:
1) Point-of-care urinalysis
2) Smart design with multifunction
3) Easy operation and maintenance
4) Accurate & reliable test results
5) Flexible parameter configurations

Specifications∶
Sample Type: 
    Whole blood, Serum, Plasma, Dialysate, CSF

Model & Test items: 
    BG-800:      pH, pCO₂, pO₂, K+, Na+, CI-, Ca++, Hct 
    BG-800A:    pH, pCO₂, pO₂, Hct 
    BG-800B:    pH, pCO₂, pO₂, K+, Na+, CI-, Hct 
    BG-800E:    pH, pCO₂, pO₂, K+, Na+, CI-, Ca++, Hct , Lac, Glu
    BG-800Q:   pH, pCO₂, pO₂, K+, Na+, CI-, Ca++, Hct, Auto QC
    BG-800AQ: pH, pCO₂, pO₂, Hct, Auto QC
    BG-800BQ: pH, pCO₂, pO₂, K+, Na+, CI-, Hct, Auto QC
    BG-800EQ: pH, pCO₂, pO₂, K+, Na+, CI-, Ca++, Hct, Lac, Glu, 
    BG-800EQ: Auto QC

Measuring Range:
    pH(CH): 6.000-9.000 
    pCO₂: 0.667-26.67kpa, 5.0-200.0mmHg
    pO₂: 0-106.7kpa, 0-800.0mmHg
    K: 0.50-10.00mmol/L
    Na+: 50.0-200.0mmol/L
    CI-: 20.0-200.0mmol/L
    Ca++: 0.1-5.0mmol/L
    Hct: 12.0-65.0%
    B.P.: 500-800mmHg
    Glucose: 1.1-66.7mmol/L
    Lactate: 0.4-30.0mmol/L
Analysis Time: <90s
Sample Volume: 95ul for whole blood, 50ul for capillary blood
Calibration: Automatic, programmable, 1-point and 2-point 
calibration
Data Storage: >10000
Display: 10.4" TFT touch screen
Battery: Nickel-metal hydride battery, 3.0Ah
Printer: Built-in thermal printer, 70mm
Barcode Reader: Up to 14 kinds barcode type
Dimension (Length*width*Height): 
   Instrument: 400mm×574mm×344mm
   CAL PAK: 258mm×180mm×70mm
   Auto QC: 103mm×180mm×70mm
Weight: 18KG
Working Environment: 15℃~30℃ 
Storage Environment: 5℃~40℃
Power supply: 100-240V~±10%, 50/60±1Hz, Power: 150VA

Specifications:
Parameters: pH, Nitrite, Specific Gravity, Ascorbic Acid, 
Blood, Glucose, Bilirubin, Urobilinogen, Ketone, Leuco-
cytes, Protein
Measurement Principle: Dual wavelength reflectance 
method
Measuring Wavelength: 3 LED Wavelength 
(550,620,720nm)
Sample supply: manual dipping
Reaction time: 60 seconds per test
Display: LCD screen
Data memory: up to 1500 samples
Strips:Uritest 10G/11G urine reagent strips
Interface: Serial port (RS232)
Working conditions: Temperature: 10-30℃, Humidity: 
20-80%RH
Power supply: battery 1.5V×2 or AC adapter
Dimensions: 149mm(L)×108mm(W)×37mm(H), 
150mm(L)×140mm(W)×40mm(H) (with printer) 
Weight: 210g(without batteries), 350g(with printer)

Veterinary Urine Analyzer
Model: UR150
Features:
1) 5" Large LCD Display
2) Compact size, low weight
3) Cold light source, high luminosity with long life time
4) Auto save data in case of power failure
5) Up to 1000 results memory
6) Built-in thermal printer
7) Easy connection with PC by RS-232
8) Easy accessible design enables User-DIY mainte-

Specifications:
Test items: Leucocytes, Birirubin, Occult Blood, Urobilino-
gen, Ketone, Glucose, Protein, PH, Nitrite, SG, VC 
Throughput: Standard mode: 60 samples/hour; Fast mode: 
120 samples/hour
Display: 5" Large LCD
Memory: 1000 samples results
Output: Built-in thermal printer
Interface: RS-232 
Power supply: AC 110-220V, 50/60Hz
Net Weight: 2kg
Dimension: 185mm*260mm*157mm (L*W*H)
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