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Veterinary Fully-automatic Chemistry Analyzer
Model: Chemo 120V
Features:
1) Fully automatic biochemical analyzer with specialized veterinary software
2) 8 pre-determined animals settings and unlimited number of user-defined animal settings
3) Throughput up to 100 tests per hour
4) Labor saving, simple programming and real walk-away operation
5) Reagent open system, closed system on request
6) Micro-volume for sample and reagent
7) Sample position and reagent position switchable
8) Multi-language software supported

Veterinary Automatic Hematology Analyzer
Model: Hemo 930V
Features:
1) Automated & User-friendly Interface
2) 8.4" LCD display with the test items, reference value and three histograms
3) Easy to search and edit patient information
4) Accurate analysis technology with low sample consumption
5) Easy Maintenance & Environment-friendly System
6) Unique sweep flow technology to avoid recounting
7) Auto-relocation separatrix to exact the differential of WBC
8) Intelligent PLT histogram fit technology to improve the precision of PLT
9) Auto sample probe cleaning
10) Auto standby and wakeup

Specifications:
Animals types: Dog, Cat, Cow, Fish, Horse, Mouse, Pig, Rabbit, etc.
Contents of testing: Clinic chemistry, Immunoturbidimetric
Analytical modes: End-point, Two Point, Kinetic
Programming: Open system with user defined programs
Automatic, Random Access
STAT sample priority
9 postions for sample
Sample Volume: 3~45uL, 0.1uL adjustable
26 postions for reagents
Refrigerated temperature: 4-15°C
Reagent volume: R1: 180-450uL, 0.1uL adjustable

R2: 3-250uL, 0.1uL adjustable
Reaction Postion: 90 cuvettes, 10 cuvettes/strip
Cuvette: optical length 5mm
Reaction volume: 180-500uL
Reaction temperature: 37°C
Lamp: Halogen lamp
Absorbance range: 0-3.500Abs
Wavelengths: 8 wavelengths from 340-700nm
Resolution: 0.0001Abs
Power supply: AC 110V/220V, 50Hz/60Hz
Water consumption: <3L/hour
Dimension L*W*H(mm): 630*480*510
Net weight: 70kg

Applications:
Pet hospitals, Farming hospitals, Zoos, Animal and vegetable quarantine departments, Animal scientific laboratories, 
etc.

Specifications: 
Methodology: Electrical resistance for counting,  cyanide free method for hemoglobin
Parameter: 3-part differentiation of WBC, 20 parameters + 3 color histograms (WBC/RBC/PLT)
Sample volume: Venous Mode: 9.6μL;   Pre-diluted Mode:  20μL
Operation mode: Windows operation system with keyboard & mouse input
Throughput: ≥40 samples/hour, 24 hours work with auto standby
Storage: 12,000 sample results inclusive of the histograms
Species of animals: Dogs, Cats, Horses, Cattle, Goats, Monkeys, Mice, Pigs, Chooks,Rabbits and four user defined 
modes.
Quality control: X-B, L-J curve, X, SD, CV
Calibration mode: Manual calibration and auto calibration
Display: 8.4” LCD, resolution: 640×480
Information: Multiple input methods
Interface: 2 × USB, 1 × parallel (for external printer), 1 × VGA (for external monitor), 2 × PS/2, 2 × RS-232(for 
network);
Work environment: Temperature :15℃~35℃; humidity :10%~90%
Power supply: AC 100-240V, 50/60Hz
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